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MV = MULTI VOLTAGE (120/208/240/277)

High Intensity Discharge (HID) Ballasts
Most HID ballasts are supplied as replacement kits. Each kit contains the following:
• Core and Coil Ballast
• Capacitor and Starter (if needed)
• Mounting Brackets
• Installation Instructions

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.
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H ig h  P ressu re  S o d iu m  B a llas t K its

L A M P  WAT T S ,
A N S I #

VOLT S IN P U T
WAT T S

IN P U T  C U R R E N T
(A m p s)

C A PAC ITA N C E
(m fd )

C IR C U IT
T Y P E

# OF
L A M P S

N AT IO N A L  S TOC K
N U M B E R

35W, S -76
120 46 0 .65 14 R -H P F 1 6250-01 -348 -6626

120 /277 55 1 .0 14 A R -P F C 1 6250-01 -348 -6627

50W, S -68

120 62 0 .95 20 R -H P F 1 6250-01 -348 -3134

120 /277 80 1 .3 /0 .55 20 A R -P F C 1 6250-01 -348 -6628

M V 64 0 .58/0 .33 /0 .29 /0 .25 5 H X -H P F 1 6250-01 -348 -6632

70W, S -62 M V 88 1 .45 /0 .85/0 .75 /0 .65 7 H X -H P F 1 6250-01 -348 -5696

100W, S -54 M V 130 2 .2 /1 .27 /1 .1 /0 .85 10 H X -H P F 1 6250-01 -348 -5324

150W, S -56 M V 200 3/1 .65 /1 .45 /1 .25 14 H X -H P F 1 6250-01 -198 -6054

150W,S -55 M V 188 1.75 /1 .0 /0 .88 /0 .75 20 C WA 1 6250-01 -352 -8004

200W, S -66 M V 245 2 .25/1 .3 /1 .2 /1 28 C WA 1 6250-01 -348 -5325

250W, S -50 M V 300 2 .75/1 .6 /1 .38 /1 .2 35 C WA 1 6250-01 -348 -6629

310W, S -67 M V 365 3 .4 /1 .95 /1 .7 /1 .45 45 C WA 1 6250-01 -348 -6631

400W, S -51 M V 457 3 .9 /2 .25 /1 .95 /1 .7 55 C WA 1 6250-01 -348 -6630

1000W, S -52 M V 1100 9.5 /5 .5 /4 .8 /4 .2 26 C WA 1 6250-01 -348 -7439

 N ear In can d escen t Qu ality  H P S  B allas ts

L A M P  WAT T S ,
A N S I #

VO LT S
IN P U T
WAT T S

IN P U T  C U R R E N T
(A m p s)

C A PAC ITA N C E
(m fd )

C IR C U IT
T Y P E

# OF
L A M P -

S

N AT IO N A L  S TO C K
N U M B E R

Inc ludes ba l last w ith  in teg ra l ig n ito r, capa cito r fo r N P F  co rrection  and  120 /277v trans fo rm er w here  a pp licab le .

3 5W, S -99 120 /277 50 0 .40 20 H Y B R ID 1 6 250-0 1-355 -2262

50W, S -104 120 /277 70 0 .57 28 H Y B R ID 1 6 250-0 1-355 -2263

9 5W 120 11 8 1 .25 E LE C . 1 6 250-0 1-355 -2265

10 0W, S -105 120 /277 12 9 1 .00 45 H Y B R ID 1 6 250-0 1-355 -2264
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High Intensity Discharge (HID) Ballasts
Most HID ballasts are supplied as replacement kits. Each kit contains the following:
• Core and Coil Ballast
• Capacitor and Starter (if needed)
• Mounting Brackets
• Installation Instructions

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.
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Low Pressure Sodium Ballast Kits

LAMP WATTS,
ANSI # VOLTS

INPUT
WATTS

INPUT CURRENT
(Amps)

CAPACITANCE
(mfd)

CIRCUIT
TYPE

# OF
LAMPS

NATIONAL STOCK
NUMBER

18W, L-69 120-277 30 .90/.40 5.0 HX-PFC 1 6250-01-348-1641

35W, L-70

120/240 60 2.5/1.25 14/15 HX-PFC 1 6250-01-348-1642

277 60 1.10 14/15 HX-PFC 1 6250-01-348-1643

55W, L-71

120/240 80 2.5/1.25 14/15 HX-PFC 1 6250-01-348-1642

277 80 1.10 14/15 HX-PFC 1 6250-01-348-1643

90W, L-72 120/240 125 4.0/2.0 17.5 HX-PFC 1 6250-01-348-1644

135W, L-73

120/240 178 5.2/2.6 16.0 HX-PFC 1 6250-01-348-1645

208/277 178 2.9/2.3 16.0 HX-PFC 1 6250-01-348-1646

180W, L-74

120/240 220 5.2/2.6 16.0 HX-PFC 1 6250-01-348-1645

208/277 220 2.9/2.3 16.0 HX-PFC 1 6250-01-348-1646

Metal H alid e B allast K its

LA MP WATTS ,
A N S I # VOLTS

IN P U T
WATTS

IN P U T C U R R E N T
(A m p s)

C A PAC ITA N C E
(m fd)

C IR C U IT
TY P E

# OF
LA MP S

N ATION A L S TOC K
N U MB ER

75W, M-101 MV 95 1.8/1 .0/0 .9/0 .79 8 H X -H P F 1 6250-01-352-8002

100W, M-90 MV 130 2.6/1.5/1.3/1.15 12 H X -H P F 1 6250-01-353-2155

150W, M-102 MV 185 3.65/2.1/1.8/1.58 16 H X -H P F 1 6250-01-352-8003

175W, M-57 MV 215 1.8/1 .1/.9/.81 10 C WA 1 6250-01-348-5319

250W, M-58 MV 300 2.6/1.5/1.3/1.2 15 C WA 1 6250-01-348-5320

400W, M-59 MV 460 4/2.4/2.0 /1.8 24 C WA 1 6250-01-348-5321

1000W, M-47 MV 1080 9.2/5.3/4.6/4.0 24 C WA 1 6250-01-348-5322

1500W, M-48 MV 1625 14/8/7/6 32 C WA 1 6250-01-348-5323


